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Metamark M2100 MetaTear™
Standard Tack Application Tape

Product Description
Metamark M2100 MetaTear™ is a high quality standard high tack paper application tape, suited to general sign applications. MetaTear™ 
technology offers a clean paper tear to make for faster working. It is designed to work well with a wet application method, with no 
stringing of the adhesive, and provides a clean tear for fast workability. M2100 MetaTear™ is supplied in 1220mm x 100m rolls.

Application
• Apply firm pressure with a squeegee.
• Graphics are best removed with the application tape facing downwards and lifting the release liner upwards.
• If the tape becomes wet, remove immediately after application while still wet, to prevent leaving residue on the vinyl.         
 

MetaSure® Warranty
Metamark (UK) Limited warrants to its customers this product meets the stated specification. If within the specified years of normal use Metamark 
products becomes ineffective for its intended use, then Metamark will replace the product. In all cases, the converter is held fully responsible for 
storing, processing and applying the unconverted materials in accordance with Metamark’s technical specifications. Metamark (UK) Limited will not be 
liable for any indirect or consequential loss or damage, and will not provide any allowance against improper usage, application accident, negligence, 
chemical damage or improper repair. The above data is given in good faith to provide an indication of the performance of the product.  Purchasers 
should consider the suitability of each product for its intended use and the purchaser assumes all risks in connection with such use.  Seller shall not be 
liable for damages in excess of the purchase price of the product nor for incidental nor consequential loss.

Adhesive    Water based natural latex
Tack   Standard High Tack
Paper    White translucent latex saturated paper

Tape Thickness    4 mil (nominal) 
Adhesion to stainless steel   14.0 (oz/in) 
Tensile (pli)   MD 20
Elongation (%)    2.4 (oz/in)

Type Specifications

Features and Benefits
• MetaTear offers clean paper tear
• Specially formulated latex adhesive
• Excellent for small & medium sized decals

• Smooth release with no adhesive residue
• Good for hard to lift vinyls
• Suitable for wet application


