
Blockout White Vinyl 
Metamark MM-BW Blockout

Metamark MM-BW Blockout Vinyl is a white gloss opaque vinyl 
suitable for application over existing decals to overcome the 
problem of colour show-through, as well as for blocking out 
areas on illuminated signs when applied to front surfaces. 

The 130 micron film can be computer cut or screen printed and 
is features a solvent-free, permanent acrylic adhesive.

Performance you can trust



Blockout Vinyl

Application Examples

For full product information, application guides and technical support,  
visit www.metamark.co.uk.

For all pricing and sales enquiries contact us at:  
UK: 0345 345 5645 • International: +44 (0)1524 387132 
UK Email: sales@metamark.co.uk
International Email: internationalorders@metamark.co.uk

Metamark (UK) Limited  
Metamark House, Genesis Business Park, Woking, GU21 5RW
Luneside, New Quay Road, Lancaster, LA1 5QP

Metamark MM-BW Blockout

Face Film  130 Micron Calendered Vinyl

Adhesive  Permanent Solvent-Free Adhesive

Liner  140gsm Kraft Liner

Durability  7 Years. Vertical exposure under Northern European conditions.1

Fire Rating  Self-Extinguishing 

Regulations             REACH & RoHS Compliant

Finishes  White Gloss with Black Reverse 

Roll Widths  380mm / 610mm / 760mm / 1220mm

Roll Lengths  25m

Specifications

Metamark MM-BW Blockout

See our Metamark MM-BW Blockout film in action!

1Zone 1 - for other regions and climates in regards to material external weathering, please refer to our 
full Durability Guide found on our website. All information stated is correct at time of creation.


