
Backlit Polyester
Metamark MD-BL2 

Metamark MD-BL2 is a non adhesive 215 micron polyester 
film for use in light-boxes and situations requiring Duratrans 
type backlit panels. 

Metamark Digital Backlit Polyester has a white gloss diffusion 
coating to produce ‘photo-like’ quality at a fraction of the cost 
of large format photographic transparencies. 

Performance you can trust



Backlit Polyester

Application Examples

1Zone 1 - for other regions and climates in regards to material external weathering, please refer to our 
full Durability Guide found on our website. All information stated is correct at time of creation.

For full product information, application guides and technical support,  
visit www.metamark.co.uk.

For all pricing and sales enquiries contact us at:  
UK: 0345 345 5645 • International: +44 (0)1524 387132 
UK Email: sales@metamark.co.uk
International Email: internationalorders@metamark.co.uk

Metamark (UK) Limited  
Metamark House, Genesis Business Park, Woking, GU21 5RW
Luneside, New Quay Road, Lancaster, LA1 5QP

Metamark MD-BL2

Face Film             215 Micron Translucent Coated Polyester

Adhesive             N/A

Durability             5 Years1. Shelf life 2 years

Regulations              REACH Compliant

Printing             Solvent / Eco-Solvent / Latex inks

Finishes             White Translucent 

Roll Widths             760mm / 1370mm / 1520mm

Roll Lengths             5m / 30m

Specifications

Metamark MD-BL2

See our Metamark MD-BL2 in action!

PVC Free
This product contains no plasticisers, 
phthalates or chlorine.


